
 
 

Pre - Technical Inspection Checklist 
911 GT3 Cup 991.2 

Note: This checklist is intended to outline some necessary 
preparations for entry into Sprint Challenge. Completion does not 
guarantee total compliance. Please read all Technical Regulations! 

☐ All personnel have read Porsche Sprint Challenge Regulations 
☐ All glycol product removed from cooling system as per 2.4.2 
☐ “Supercup exhaust system” installed as per 2.2.3 
☐ Engine and Gearbox sealed by PMNA or PAG as per 2.2.1 and 2.3.1 
☐ Rear main springs replaced with PMN9913335318C as per 2.6.5 
(Please purchase from PMNA Parts BEFORE arriving to the track) 
☐ Weight base plate installed (Required for all cars) as per 1.6.1 
☐ Video system installed as per 2.10.5 
☐ All non-compliant displays, loggers, etc. removed as per 2.10 
☐ Coolbox installed in correct location as per Attachment 3 
☐ All drink systems installed securely as per 1.4.2 
☐ Video telemetry system installed securely as per 2.10.1 
☐ RaceLink installed so driver can see LED when lit as per 2.10.4 
☐ All TI’s and updates performed as per latest available on PMRSI 
☐ Fire system within valid service date (Not expired) No exceptions! 
☐ Fuel Cell within valid service date (Not expired) No exceptions 
☐ ABS is Manthey M4 or M5 kit (Bosch Motorsport kit prohibited) 
☐ Wicker Part# PMN9915121058A required 


